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SPECIFICATIONS:

MATERIAL: =
SHELL: ALUMINIUM ALLOY
INSULATOR: SYNTHETIC RUBBER
GROMMET: SYNTHETIC RUBBER ORDER CODE: C90-3106FXXXX-X X
CONTACT COPPER ALLOY NOTES :
FINISH: :
. SHELL SIZE (CONTACT LAYOUT) . PRODUCT IS RoHS COMPLIANT.
ShLLbi ZINC WIH BLACK CHROMATE COATING 10SL-3. 10SL-4. 1353 145-2 2" PRODUCT IS PACKED IN BAGS.
ENV I RONMENTAL : 14S-6 3. RECOMMENDED WIRE SIZE 16-22 AWG.
OPERATING TEMPERATURE: -55°C TO +125°C 4. MINTMUM CABLE CLEARANCE.
MECHANICAL : gONTaglEGENDER
VIBRATION SENSITIVITY: 10Hz TO 500Hz, 98mm/s2 (10G) -
SHOCK SEVERITY: 490m/s2 (50G) FOR Ilms S - FEMALE B} 6 §09.02 120 11649
WATER RESISTANCE (SEALING): |.8m FOR 48HRS, EXCEEDS IP67 NAME]1ss. ] oaTE Jc/noTe
ELECTRICAL: APPROVED:  S.BENNETT
CURRENT RATING: I3A . o . .
VOLTAGE RATING: 10SL, 125 SHELL SIZES: 500V AC, 700V DC | SHELL SizE | DM A" [BDIM "B" | ¢ ryppap [PDIM D7 | |CHECKED: WG PLESTED
14S SHELL SIZE: 200V AC, 250V DC MAX MAX MAX DRAWN: R.ADDE
VOLTAGE PROOF : :ggg ? éSgQ iéooov AC 051 5110 TR 578 24UNEF Y CUSTOMER REF ..
INSULATION RESISTANCE: 5,000MQ) MIN. 12S 54.10 25.30 3/4-20UNEF 7.14
FOR MECHANICAL/ELECTRICAL REQUIREMENTS, 145 55 9] 28 53 7/8-20UNEF 10,31 ASSEMBLY DRG:
SEE COMPONENT SPECIFICATION CO45XX (LATEST ISSUE)
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